14.1. Legend for details

<table>
<thead>
<tr>
<th>Legend Description</th>
<th>Icon</th>
</tr>
</thead>
<tbody>
<tr>
<td>Corduroy Paving</td>
<td><img src="image" alt="Corduroy Paving Icon" /></td>
</tr>
<tr>
<td>Slabs, modular, colour to match (L)400 x (W)400 x (D)65mm</td>
<td></td>
</tr>
<tr>
<td>Ladder Paving</td>
<td><img src="image" alt="Ladder Paving Icon" /></td>
</tr>
<tr>
<td>Slabs, modular, colour to match (L)400 x (W)400 x (D)65mm</td>
<td></td>
</tr>
<tr>
<td>Tramline Paving</td>
<td><img src="image" alt="Tramline Paving Icon" /></td>
</tr>
<tr>
<td>Slabs, modular, colour to match (L)400 x (W)400 x (D)65mm</td>
<td></td>
</tr>
<tr>
<td>Slabs</td>
<td><img src="image" alt="Slabs Icon" /></td>
</tr>
<tr>
<td>Modular, colour to match (L)600 x (W)600 x (D)65mm</td>
<td></td>
</tr>
<tr>
<td>Charcoal Grey Blister Tactile Paving</td>
<td><img src="image" alt="Charcoal Grey Blister Tactile Paving Icon" /></td>
</tr>
<tr>
<td>Slabs, modular (L)400 x (W)400 x (D)65mm</td>
<td></td>
</tr>
<tr>
<td>Red Blister Tactile Paving</td>
<td><img src="image" alt="Red Blister Tactile Paving Icon" /></td>
</tr>
<tr>
<td>Slabs, modular (L)400 x (W)400 x (D)65mm</td>
<td></td>
</tr>
<tr>
<td>Aggregate Concrete</td>
<td><img src="image" alt="Aggregate Concrete Icon" /></td>
</tr>
<tr>
<td>Anti-Skid Surface</td>
<td><img src="image" alt="Anti-Skid Surface Icon" /></td>
</tr>
<tr>
<td>Surfacing to match footpath</td>
<td><img src="image" alt="Surfacing to match footpath Icon" /></td>
</tr>
<tr>
<td>Existing Footpath</td>
<td><img src="image" alt="Existing Footpath Icon" /></td>
</tr>
<tr>
<td>(W)150mm Granite Kerb</td>
<td><img src="image" alt="Granite Kerb Icon" /></td>
</tr>
<tr>
<td>Asphalt Surface (section profile)</td>
<td><img src="image" alt="Asphalt Surface Icon" /></td>
</tr>
<tr>
<td>Existing road surface</td>
<td><img src="image" alt="Existing Road Surface Icon" /></td>
</tr>
<tr>
<td>Sand cement mortar mix</td>
<td><img src="image" alt="Sand Cement Mortar Mix Icon" /></td>
</tr>
<tr>
<td>Class C7.5F Concrete</td>
<td><img src="image" alt="Class C7.5F Concrete Icon" /></td>
</tr>
<tr>
<td>Class C32/40 Concrete Road Base</td>
<td><img src="image" alt="Class C32/40 Concrete Road Base Icon" /></td>
</tr>
<tr>
<td>Type 1 granular material sub-base</td>
<td><img src="image" alt="Type 1 Granular Material Sub-base Icon" /></td>
</tr>
<tr>
<td>Indicative carriageway sub-base</td>
<td><img src="image" alt="Indicative Carriageway Sub-base Icon" /></td>
</tr>
<tr>
<td>Class 8F1 or 8F2 Material Capping</td>
<td><img src="image" alt="Class 8F1 or 8F2 Material Capping Icon" /></td>
</tr>
<tr>
<td>Limit of mortar joints</td>
<td><img src="image" alt="Limit of Mortar Joints Icon" /></td>
</tr>
<tr>
<td>Road markings in thermoplastic</td>
<td><img src="image" alt="Road Markings in Thermoplastic Icon" /></td>
</tr>
<tr>
<td>Screed or equivalent</td>
<td><img src="image" alt="Screed or Equivalent Icon" /></td>
</tr>
</tbody>
</table>
14.2. Image credits

Final Image credits to be completed
14.3. List of references

Transport for London:

Accessible Bus Stop Design Guidance, 2009 and 2015
Bus pre-signal assessment and design guidance – Bus Priority Team technical note BP1/05, July 2005
Bus priority at traffic signals keeps London’s buses moving – Selective Vehicle Detection (SVD), 2006
Centreline removal trial, 2014
Cycle Security Plan, 2010
Good Practice Guide: World Class stations, 2006
Green Estate Management Plan
Guidance on bus intelligence systems, ‘Countdown for London’
Guidance on the Assessment of Pedestrian Guardrail, 2012
Interchange Best Practice Guidelines, 2009
International Cycle Benchmarking Study, 2014
Kerbside loading guidance, 2009
Legible London Design Standards, 2010
London Cycling Design Standards, 2014
London Cycle Hire Scheme Agreement, 2009
London Pedestrian Design Guidance, 2015
London River Services: River Infrastructure Guidelines, 2014
London Underground Design Idiom, 2015
Network Operating Strategy, 2011
Motorcycle Safety Action Plan, 2014
Pedestrian Comfort Guidance for London, 2010
Station Ambience and Décor
Station Public Realm Design Guidance, 2015
Surface Transport Panel – Subways, 2009
Traffic calming measures for bus routes – Bus Priority Team technical note BP2/05, September 2005
Trams Customer Environments
Transport for London appointed taxi ranks, 2014
Travel in London, Supplementary Report: London Travel Demand Survey, 2011
Taxi Ranks at Major Interchanges: Best Practice Guidelines, 2003

**British Standards:**

- BS EN 40: Lighting columns
- BS EN 124: Gully tops and manhole tops for vehicular and pedestrian areas
- BS EN 1340:2003 Concrete kerbs
- BS EN 1341: provides guidance on the breaking load for setts
- BS EN 1343:2001 Natural stone kerbs
- BS EN 1790: for preformed markings
- BS EN 1871: for directly laid materials
- BS EN 13108 Bituminous mixtures. Material specifications (BSI, 2010)
- BS EN 12899-2: Fixed, vertical road traffic signs. Transilluminated traffic bollards (TTB), 2007
- BS EN 13201: Road lighting
- BS EN 60598: Luminaires
- BS EN 62722: Luminaire performance
- BS 4428: Code of practice for general landscape operations
- BS 5489: Code of practice for the design of road lighting
- BS 5837:2012 Trees in relation to design, demolition and construction – Recommendations (BSI)
- BS 7430: Code of practice for protective earthing of electrical installations
- BS 7533-6:1999
- BS 7533: Part 12 provides sub-structure advice for pedestrian areas
- BS 7669-3: Guide to the installation, inspection and repair of safety fences
- BS 7671: Requirements for electrical installations
- BS 7903: Guide to selection and use of gully tops and manhole covers for installation within the highway
- BS 8301: Drainage
- BS 594987: Recommendations for the laying of the various asphalts
- PD 6547: Guidance on the use of BS EN 40-3-1 and BS EN 40-3-3
- Publicly Available Specification (PAS) 68 and 69, 2005

**Health and Safety Executive:**

Avoiding danger from overhead power lines
Avoiding danger from underground services
Risks associated with working on or near lamp columns with non-standard roots during excavation works, 2010

**Department for Communities and Local Government:**
Outdoor advertisements and signs: a guide for advertisers, 2007

**Department for Energy and Climate Change**
CRC Energy Efficiency Scheme (Amendment) Order, 2014

**Department for Environment, Food & Rural Affairs:**
Local Air Quality Management: Technical Guidance, 2009
National Standards for sustainable drainage systems, 2011

**Department for Transport:**
Delivering the goods: Guidance on delivery restrictions, 2006
Design Guide 003 Note
Design Manual for Roads and Bridges, Volume 2 - Highway Structures: Design (Substructures & Special Substructures), Materials
Design Manual for Roads and Bridges: Volume 2, Section 2, Part 4, TD19/85: Safety Fences and Barriers
Design Manual for Roads and Bridges: Volume 2, Section 2, Part 8, TD19/06: Requirement for Road Restraint Systems
Design Manual for Roads and Bridges: Volume 4 – Geotechnics and Drainage
Design Manual for Roads and Bridges, Volume 6, Section 3. TD36/93 Subways for Pedestrians and Pedal Cyclists. Layout and Dimensions
Design Manual for Roads and Bridges, Volume 8, Section 1, TA 84/06 Code of Practice for Traffic Control and Information Systems for All-Purpose Roads
Design Manual for Roads and Bridges (DMRB), Volume 8, Section 2, Part 2 TD 33/05 The Use of Variable Message Signs on All-Purpose and Motorway Trunk Roads
Inclusive mobility – a guide to best practice on access to pedestrian and transport infrastructure, 2005
Local Transport Note (LTN 1/94): Design and use of directional informatory signs
Local Transport Note (LTN 1/95): The Assessment of Pedestrian Crossings, 1995
Local Transport Note (LTN 2/95): The Design of Pedestrian Crossings, 1995
Local Transport Note (LTN 1/97): Keeping buses moving
Local Transport Note (LTN 1/98): The installation of traffic signals and associated equipment
Local Transport Note (LTN 2/09) – Pedestrian Guardrailing, 2009

Manual for Streets, 2007
Guidance on the use of Tactile Paving Surfaces, 2007
Traffic Advisory Leaflet 01/13 (2013): Reducing sign clutter
Traffic Advisory Leaflet 2/02: Motorcycle Parking
Traffic Advisory Leaflet 03/13: Traffic bollards and low level traffic signs
Traffic Advisory Leaflet (TAL) 5/03: Key elements of cycle parking provision
Traffic Advisory Leaflet 5/91: Audible and tactile signals at signal controlled junctions, 1991
Security in design of stations (SIDOS) guide, 2012
Signing the Way 2011: Traffic signs policy paper

Elexon:
Charge codes and switch regimes: https://www.elexon.co.uk/reference/technical-operations/unmetered-supplies/charge-codes-and-switch-regimes/

English Heritage:
Streets for All, 2005

Forestry Commission
Right Trees for a Changing Climate: (www.righttrees4cc.org.uk)

Greater London Authority:
All London Green Grid SPG, 2012
Greenspace Information for Greater London (GiGL) (www.gigl.gov.uk)
Pocket Parks Programme:
http://www.london.gov.uk/priorities/environment/greening-london/improving-londons-parks-green-spaces/pocket-parks
Pocket Parks Prospectus:
The Mayor’s Climate Change Mitigation and Energy Strategy, 2011
The Mayor’s Transport Strategy, 2011
The GLA Group Responsible Procurement Policy, 2008
The London Plan, 2011
Retail in London, 2006

Highways Agency (HA):
- Design Manual for Roads and Bridges (DMRB): Volume10 Environmental Design and Management, HA, volume10, section 2 Landscape Management
- DMRB: Volume 10 Environmental Design and Management, HA, volume10, section 0, part 2 Environmental Functions
- DMRB: Volume 10 Environmental Design and Management, HA, volume10, section 0, part 3 Landscape Elements

Inclusive Design for Getting Outdoors (I’DGO):
- www.idgo.ac.uk

Institute of Lighting Professionals:
- All lighting on the TLRN should meet the requirements of industry-recognised Codes of Best and/or Safe Practice such as those recommended by the Institution of Lighting Professionals’ Technical Reports and Guidance Notes including but not exclusively: Guidance Notes for the Reduction of Obtrusive Light
- Bats and Lighting in the UK
- Code of Practice for Electrical Safety in Highway Electrical Operations
- Code of Practice for Variable Lighting Levels for Highways
- Guidance notes for the reduction of obtrusive light GN01, 2011
- Managing a Vital Asset: Lighting Supports

International Commission on Illumination
- CIE 115: Lighting of Roads for Motor and Pedestrian Traffic, 2010

Joint Mobility Unit:
- Sign Design Guide, 2000

Legislation:
- Climate Change Act, 2008
- Greater London Authority Act 1999
- Highway Authorities, Highways Act, 1980
Guidance on the application of powers under Section 115, Highways Act 1980
Highways Act 1980, Section 132
Highways (Road Hump) Regulations 1999
London Local Authorities and Transport for London Act 2003
New Roads and Streetworks Act 1991
The Equality Act 2010
Section 63 of the Road Traffic Regulation Act 1984 as amended by the Transport Act
2000 (Section 75)
Section 64, London Passenger Transport Act 1937
Section 32 or 45 of the Road Traffic Regulation Act 1984
Section 104 of the London Passenger Transport Act 1934
Town and Country Planning Act 1990 and The Town and Country Planning (Control of
Advertisements) Regulations 2007
Traffic Calming Act 1992
Traffic Signal Regulations and General Directions (TSRGD) 2002 and 2015

London Highways Alliance Contract (LoHAC):
LoHAC Contract, Volume 2, pages 23-24

London Transport Users Committee:
Where am I? Street name signs in London, 2003

London Tree Officers Association:
Surface materials around trees in hard landscapes
Sustainable water management: Trees are part of the solution

National Joint Utilities Group:
NJUG Guidelines for the planning, installation and maintenance of utility apparatus in
proximity to trees, 2007
NJUG Guidelines on the Positioning and Colour Coding of Underground Utilities’
Apparatus, 2007
Construction Industry Research and Information Association (CIRIA):
The SuDS Manual (C697)
UG Guidelines for the Planning, Installation and Maintenance of Utility Apparatus in
Proximity to Trees
Motorcycle Action Group:

Office of Rail Regulation:
Guidance on Tramways: Railway Safety Publication 2

Sewers for Adoption (7th edition)

Susdrain (http://www.susdrain.org/)

Trees and Design Action Group:

Transport Research Laboratory (TRL):
Commission for Architecture and the Built Environment (CABE): Paving the way: How we achieve clean, safe and attractive streets, 2002
CSS SL1 - Review of the class and quality of street lighting, 2008
Footways and cycle route design, construction and maintenance guide

The City of New York:
New York Street Design Manual, 2013

The Infrastructure Commission:
World class infrastructure for a world city, 2010

University College London:
Effective Kerb Heights for Blind and Partially Sighted People, Accessibility Research Group, UCL, 2009

UK Roads Liaison Group:

WRc Group (Water Research Centre)
Sewers for Adoption (7th edition), 2013